
Adjusting Each Function
Adjusting each functions of PT-U80 by PC
Setting up Cloch Alarm, Display Resolution and Hold Time that PT-U80 can not set up alone

１）Connect PT-U80 to PC then activate "THERMO HUNTER" program
２）Select "Adjusting Each Function" on TAB

Sample)  To set up High Alarm

３）Input High Alarm Temperature you wat to set up
４）Click "ON" to activate High Alarm Function on the above procedure #6
５）Click"SET" to forward DATE inputted to thermometer PT-U80

①Input some(unique) names to
distinguish a connected
thermometer.

②Register Product Type-Number
then Product Seen On The
Aoolication

③Current Emissing Value, High nad Low
Alarm Temperature value and Time
appear

④Store adjusted each
items to CSV file

⑤Enter High Alarm
Temperature Value

⑥Enter High Alarm
Function

⑦Enter Low Alarm
Temperature Value

⑨Forward Alarm Value
Entered To
Thermometer

⑧Enter Low Alarm
Function⑩Display Current PC

Time

⑪Forward Time of PC to
Thermometer

⑬Forward YY/MM/DD
enterd to Thermometer

⑫Enter Optional
YY/MM/DD and Time

⑮Enter Clock Alarm
Time

⑯Enter Clock Alarm
Operating Time

⑰Activate Clock
Alarm Entered Every
Time

⑱Activate Time Clock Alarm
Entered once

⑭Click here to adjusmt  each
Clock Alarm

⑲Forward Clock
Alarm Time to
Thermometer

⑳Select  Display
Resolusion

22　Specify Hold
Time

21　Forward Resolution
Entered to
Thermometer

23　Forward Hold
Time Entered to
Thermometer

24　Return all specific
Value to Initial Mode

25　Log-on Optex
Website
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